Drying Tumblers

120 Pound Capacity
170 Pound Capacity

Refer to Page 5 for Model Identification
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Specifications and Dimensions

Specifications 120 Pound 170 Pound
Noise level measured during operation 66 dBA 66 dBA
at operator position of 3.3 feet (1 meter)
in front of machine and 5.2 feet
(1.6 meters) from floor.
Cylinder Size: 44 x 41 50.75x42.5
Inches (mm) (1118 x 1041 (1289 x 1080)
Cylinder Capacity dry weight: 120 170
Pounds (kg) (54.4) (77.13
Cylinder Motor Horsepower 0.75 075
Fan Motor Horsepower 1 3
Air Outlet Diameter: 10 12
inches (mm) (254) (300}
Maximum Static Back Pressure: 0.3 0.3
W.C.1. (mbar) (0.8) (0.8)
Maximum Airflow: 1600 2450
C.F.M {Lisec.) (755) (1156)
Gas Models
Net Weight (approximate): 1275 1575
Pounds (kg) (580) (716)
Gas Connection 34 in. NPT 1in. NPT
Gas Burner Rating: 300,000 395,000
Btu/hr {Mjfhr) (316) (421)
Steam Models
Net Weight (approximate): 1375 1675
Pounds (kg) (625) (761)
34 in. NPT inlet 34 in, NPT inlet
Steam Connection 34 in, NPT outlet 1in, NPT outlet
Steam Colil Rating at 100 psig: 117 I8.8
Boiler Horsepower (Btu/hr) {405,000) (6:48,000)
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Specifications and Dimensions
170 Pound Tumbler Dimensions and

Exhaust Outlet Locations

e E - G -
ThERZ21IM
Cabinet Dimensions
Models A B c D E F G H
S Ji86in, 32.5in. 50.75 in. 51.75m, 68,85 in. 52.121in., 53.121n, 94 in.
T70UNS | @60 mm) | (826 mm) | (1289 mm) | (1304 mm) | (1749 mm) | (1324 mm) | (1349 mm) | (2388 mm)
Refer to Position and Level the Tumbler 10 temporanily reduce the heights of these models.
Exhaust Outlet Dimensions and Locations
Models v w X Y
42,38 in. 6,75 m., 8.75 m. 7in.
170L/N/S (1076 mm) (171 mm} (222 mm) {178 mm)
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Electric and Gas Connection
Locations for Gas Models

Specifications and Dimensions
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Electrical Connection Gas Connection
Models
A B C D Diameter
12001/ 2763 . T2.24 in. 12,78 in. T0.12 in. 34 in. NPT
MR {702 mm) {1835 mm) 1325 mm) (1781 mm}
oreLR 170L/N 3nizin. 7611 10n, 14,5 n, 77.38 in, Iin. NPT
{790 mm) (1933 mm) (368 mm) (1965 mm)
12004MN 19.69 in. 74,98 in. 12.78 in. T012 in. 34 in. NPT
CE {500 mm) {1904 mm) (325 mm) (1781 mm)
1700 2318 in. TE.B5in. 14,5 1n, 71.38in, Iin. NPT
{589 mm) (2043 mm) (368 num) (1965 mm)

NOTE: These figures are approximate dimensions only,

TO260301

© Cogyright. Allance Laundry Systems LLS = DO NOT COPY or TRANSMIT

13




Installation

A

WARNING

To reduce the risk of severe injury, clearance of tumbler cabinet from combustible
construction must conform to the minimum clearances.
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NOTE: Shaded areas indicate adjacent structuro.

1 0.5 In, (13 mm) recommanded batwean machines for removal or Installation.

2 Allow 2-4 in, (51-102 mm) opaning at top of machine to aid in removal or installation, A removabla trim plece may

ba usad to concaal the opaning; zero clearance allowed for trim,

a 4 in, (102 mm} maximum haadar thickness

4 Minimum clearance parmitted far remainder: Gas 4 In. (102 mm), Steam 12 in. {305 mm)

& Guard

G Prowvision for Make-Up Air

7 24 in. (610 mm) minimum, 36 in. (914 mm) recommeanded for mainienance purposes

8 0.25 In. (6 mm) recommended for removal or installation purposes, zero clearance allowed

Figure 1
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